tiPAR AGON

OIL DELIVERY HOSE
TUBE : Oil resistant conductive black NBR
REINFORCEMENT : High tensile synthetic cord with antistatic copper wires
COVER : Oil, weather & ozone resistant, smooth , black CR
APPLICATION : Used for discharge of petroleum product with aromatic up 50%
TEMPERATURE :-20°C ~ +80°C (-22°F ~ I58°F)
REMARKS : Upon request also available with 4:| safety factor for offshore industry
iD oD WP BP L
3/4 19.0 30 10 150 30 450 60
1 25.4 36 10 150 30 450 60
11/4 31.8 43 10 150 30 450 60
11/2 38.1 49 10 150 30 450 60
2 51 63 10 150 30 450 60
21/2 63 76 10 150 30 450 60
3 76 90 10 150 30 450 60
4 102 118 10 150 30 450 40
5 127 143 10 150 30 450 40
6 152 168 10 150 30 450 40
8 203 220 10 150 30 450 12
10 254 272 10 150 30 450 12
12 304 325 10 150 30 450 12

HIGH PRESSURE OIL DELIVERY HOSE

TUBE : Oil resistant conductive black NBR
REINFORCEMENT : High tensile synthetic cord with antistatic copper wires
COVER : Oil, weather & ozone resistant, smooth, black CR
APPLICATION : Used for discharge of petroleum product with aromatic up 50%
TEMPERATURE :-20°C ~ +80°C (-22°F ~ I58°F)
REMARKS : Upon request also available with 4:| safety factor for offshore industry
ID oD WP BP L
inch mm mm bar psi bar psi mt
3/4 19.0 31 15 225 45 675 60
1 254 36 15 225 45 675 60
11/4 31.8 45 15 225 45 675 60
11/2 38.1 51 15 225 45 675 60
2 51 64 15 225 45 675 60
21/2 63 77 15 225 45 675 60
3 76 91 15 225 45 675 60
4 102 119 15 225 45 675 40
5 127 144 15 225 45 675 40
6 152 171 15 225 45 675 40
8 203 225 15 225 45 675 12
10 254 277 15 225 45 675 12
12 304 330 15 225 45 675 12




tiPAR AGON

OIL SUCTION & DELIVERY HOSE

TUBE : Oil resistant conductive black NBR
REINFORCEMENT : High tensile synthetic cord with helix & antistatic copper wires

COVER : Oil, weather & ozone resistant, smooth, black CR
APPLICATION : For tank trucks; suction & discharge of petroleum product
with aromatic up 50%
TEMPERATURE :-20°C ~ +80°C (-22°F ~ I58°F)
iD oD WP BP L
3/4 19.0 30 10 150 30 450 60
1 254 36 10 150 30 450 60
11/4 31.8 43 10 150 30 450 60
11/2 38.1 49 10 150 30 450 60
2 51 63 10 150 30 450 60
21/2 63 76 10 150 30 450 60
3 76 90 10 150 30 450 60
4 102 118 10 150 30 450 40
5 127 145 10 150 30 450 40
6 152 172 10 150 30 450 40
8 203 228 10 150 30 450 12
10 254 280 10 150 30 450 12
12 304 330 10 150 30 450 12

HIGH PRESSURE OIL SUCTION & DELIVERY HOSE

TUBE : Oil & fuel resistant conductive black NBR
REINFORCEMENT : High tensile synthetic cord with helix & antistatic copper wires

COVER : Oil, weather & ozone resistant, smooth, black CR
APPLICATION : For tank trucks, suction & discharge of petroleum product
with aromatic up 50%
TEMPERATURE :-20°C ~ +80°C (-22°F ~ I58°F)
ID oD WP
inch mm mm bar psi bar psi mt
3/4 19.0 32 15 225 45 675 60
1 254 38 15 225 45 675 60
11/4 31.8 46 15 225 45 675 60
11/2 38.1 52 15 225 45 675 60
2 51 65 15 225 45 675 60
21/2 63 79 15 225 45 675 60
3 76 94 15 225 45 675 60
4 102 120 15 225 45 675 40
5 127 150 15 225 45 675 40
6 152 176 15 225 45 675 40
8 203 228 15 225 45 675 12
10 254 280 15 225 45 675 12
12 304 333 15 225 45 675 12




tiPAR AGON

FLEXIBLE CORRUGATED OIL SUCTION DELIVERY HOSE

TUBE : Oil resistant conductive black NBR
REINFORCEMENT : High tensile synthetic cord with helix & antistatic copper wires
COVER : Oil, weather & ozone resistant, corrugated, black CR
APPLICATION : For suction & discharge of oil & fuel
TEMPERATURE :-20°C ~ +80°C (-22°F ~ I58°F)
iD oD WP BP L
3/4 19.0 30 10 150 30 450 60
1 254 38 10 150 30 450 60
11/4 31.8 43 10 150 30 450 60
11/2 38.1 49 10 150 30 450 60
2 51 63 10 150 30 450 60
21/2 63 76 10 150 30 450 60
3 76 90 10 150 30 450 60
4 102 118 10 150 30 450 40
5 127 145 10 150 30 450 40
6 152 172 10 150 30 450 40
8 203 227 10 150 30 450 12
10 254 280 10 150 30 450 12
12 304 330 10 150 30 450 12

OIL SUCTION & DISCHARGE HOSE

TUBE : Black oil resistance nitrile compound.
REINFORCEMENT : Multi layers nylon cord with high tensile steel wire.
COVER : Black oil & weather resistance compound.
APPLICATION : Oil suction & discharge

TEMPERATURE :-5°C ~ +100°C(23°F ~212°F)

3/4 19.0 32 15 225 45 675 60
1 254 35 15 225 45 675 60
11/4 31.8 46 15 225 45 675 60
11/2 38.1 52 15 225 45 675 60
2 51 65 15 225 45 675 60
21/2 63 79 15 225 45 675 60
3 76 94 15 225 45 675 60
4 102 120 15 225 45 675 40
5 127 150 15 225 45 675 40
6 152 176 15 225 45 675 40
8 203 228 15 225 45 675 12
10 254 280 15 225 45 675 12
12 304 333 15 225 45 675 12






